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Introduction 
 
The market share for Heterogeneous floorcoverings has been steadily 
growing for some years and recent Polyflor product launches have been 
characterized by their innovation, high-design and quality.   
 
By definition Heterogeneous flooring consists of a wear layer and other layers 
that can vary in composition and design and may contain a reinforcement.  
The versatility of the make-up of Heterogeneous vinyl sheet allows this family 
of products to continue evolving in terms of decoration and performance 
offering further creative solutions to the commercial sector. 
 
Responding to feedback from the marketplace, the Polyflor Product 
Development Team working with Group Design, have developed Polyflor’s 
first truly plain decoration floorcovering – Polyflor Bloc PUR - a much sought 
after extension to our already successful commercial vinyl sheet collections. 
 
The Polyflor Bloc PUR collection will be aimed at the heavy commercial 
market including retail and leisure with accompanying marketing materials and 
support.  Consisting of 16 single solid colour shades, the colour pallet for the 
range has been developed with an international flavour to cater for all markets 
and increase the collections appeal. 
 
We have invested considerably in trend & market research and drawn upon 
our design expertise to develop the innovative colourways within the 
collection.  Including shades inspired by nature, with earthy beiges and 
greens, light neutrals and pastels through to bright vibrant shades, this 
comprehensive palette gives the specifier an extensive choice to create tonal, 
complementary or harmonious interior design schemes. 
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The Collection 
 

The Polyflor Bloc PUR range features a single solid colour in a 2.0mm gauge 
with a fully pigmented 0.7mm homogenous wear layer of pure colour.  
Suitable for very heavy commercial interiors, Bloc PUR comprises 16 colours 
in a broad selection of neutral, pastel and vibrant shades developed by 
Polyflor. 
 
The key specification points are: 
 

 Solid colour sheet flooring  
 2.0mm gauge; 0.7mm fully pigmented homogeneous wear layer 
 Roll Size:  2m x 20m 
 Polyurethane Reinforcement (PUR) for polish-free maintenance* 
 R10 slip resistance 
 Textured emboss  
 100% recyclable 
 10% recycled content 
 BRE Global A+ rating (Generic) 
 Generic EN 15804 Environmental Product Declaration (EPD) is 

available  
 Suitable for the Recofloor vinyl take-back scheme 
 Eurofins Indoor Air Comfort Gold; FloorScore approved 

 

*As with any plain material, the soil hiding properties are less than similarly 
coloured patterned floors.  Higher frequency of maintenance may be required 
to ensure optimum appearance.  Careful consideration should also be given 
when choosing very light colours in highly trafficked areas.  The use of a 
robust and effective dirt barrier system should be considered early in the 
specification stage. 
 
See page 19 for more Floorcare information. 
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The Colours 
 
The colour palette of Bloc PUR has the breadth and depth to allow the 
specifier to create a bold, modern statement or a subtle backdrop for any 
commercial scheme. 
 
 

  
Loft White 9931 
w/r 9931 
NCS S 0502-G50Y 
LRV 84.4 

   
Rock Salt 9932   Studio Grey 9933  Urban Chic 9934 
w/r 9932   w/r 9933   w/r 9934 
NCS S 1502-G50Y  NCS S 3000-N   NCS S 5502-B 
LRV 64.0   LRV 45.2   LRV 20.9 

  
Caramel Blush 9944  Clay Deep 9946 
w/r 9944   w/r 9946 
NCS 2010-Y30R  NCS S 5005-Y20R 
LRV 53.0   LRV 24.6 
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Cool Breeze 9936  Nordic Sky 9937  Marine Blue 9939 
w/r 9936   w/r 9937   w/r 9939 
NCS S 0515-R80B  NCS S 3030-R90B  NCS S 5040-R80B 
LRV 70.6   LRV 27.6   LRV 9.0 

   
Lime Crush 9940  Soft Moss 9942   Woodland Green 9941 
w/r 9940   w/r 9942   w/r 9941 
NCS S 2060-G80Y  NCS S 4040-G70Y  NCS S 3060-G40Y 
LRV 38.3   LRV 22.0   LRV 21.9 

 
Lemon Punch 9947 
w/r 9947 
NCS S 1080-Y 
LRV 52.9 

   
Lilac Essence 9949  Red Beacon 9948  Classic Black 9935 
w/r 9949   w/r 9948   w/r 9935 
NCS S 1510-R40B  NCS S 1080-Y80R  NCS S 8500-N 
LRV 57.2   LRV 18.3   LRV 4.8 
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Product Construction 
A key feature of Bloc is the fully pigmented homogeneous wear layer.  Within 
this wear layer the single solid colour is evenly dispersed across the product 
to a depth of 0.7mm, deeper than the minimum required for commercial 
applications (0.5mm).  The thicker wear layer allows for the addition of a 
textured emboss for a uniform finish. 

 
 
Installation 
The installation procedure for Bloc PUR is comparable to that for 
Heterogeneous, Homogeneous and Safety vinyl sheet, however as a plain 
floorcovering there are specific differences in relation to alignment of adjacent 
sheets and welding. 
 
Alignment 
To maximise the final appearance of the installation Bloc PUR must be 
reverse laid and this is also highlighted on the product roll label. 
 
Welding the Sheet 
Polyflor strongly recommends that all Polyflor vinyl sheet floorings are welded.  
Most specifications make welding mandatory, since it prevents ingress of dirt 
and bacteria into seams and provides a floor surface with is impermeable to 
water. 
 
There are two methods of welding that are recommended for heterogeneous 
vinyl sheet with a fully pigmented wear layer.  For the best aesthetic finish 
when installing Bloc PUR the use of cold chemical welding is recommended to 
provide a ‘seamless’ finish. 
 

1. Cold Chemical Welding 
This method uses a solvent to fuse the two sides of the seam together 
and this is recommended whenever a high degree of aesthetic finish is 
required. 
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2. Hot or Heat Welding 
This method uses a weld rod to fuse pre-grooved seams and can be 
used if preferred.  Matching weld rods are available for each shade. 

 
Subfloors 
The quality of a finished installation can be very much dependent upon the 
preparation of the subfloor and the attention paid to the recommendations 
made in various codes of practice and by the manufacturers of the component 
parts.  It is important to avoid problems at the outset and in common with the 
installation of any type of flooring, the subfloor should not only be in sound 
condition, but also free of any contaminants, like oil, paint, preservative 
treatments or other forms of marking, such as a permanent marker pen. 
 
Specifically for Bloc PUR, extra attention is needed when preparing the 
subfloor to ensure a smooth and even finish is achieved in order to avoid any 
irregularities becoming visible through the plain decoration. 
 
Adhesives 
There are many different types of adhesive available in the marketplace, and 
the suitability for use with the range of Polyflor products depends upon a 
number of factors.  The formulation of the adhesive, the formulation of the 
floorcovering, the site conditions and the in-use conditions all affect the 
selection. 
 
For best results the use of a pressure sensitive adhesive is recommended for 
Bloc PUR. 
 

Bloc PUR 
Laybond 

Bostik F Ball Tremco Uzin Mapei 

Horizontal Bond not available F46 SF108 KE2000S not available 

Vertical Bond not available F66 not available not available not available 
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Maintenance 
 
Floorcoverings are selected for many reasons including their colour design 
and specialist properties.  Without regular maintenance, dust and soiling 
would soon build up, making the colour and design indistinguishable and any 
specialist properties practically useless.  Dirt and soiling can also harbour 
bacteria and dust and dirt underfoot can act as an abrasive, which, if left 
uncontrolled, would shorten the life of a floorcovering, causing premature 
replacement. 
 
Regular and well planned maintenance keeps the floorcovering in pristine 
condition and can enhance the original appearance.  Maintenance can also 
reduce wear and ultimately improve the life expectancy of the floorcovering. 
 
As with existing Heterogeneous ranges, Bloc PUR incorporates a 
polyurethane reinforcement (PUR) which protects the floorcovering and 
combined with the superior closed surface finish, this enhanced protection 
allows the use of a polish-free maintenance regime. 
 
As with any plain material, the soil hiding properties are less than similarly 
coloured patterned floors.  A higher frequency of maintenance and spot 
cleaning may be required to ensure the plain floorcovering retains the 
optimum appearance.  At the outset, careful consideration should be given 
when choosing very light colours in highly trafficked areas.  The use of a 
robust and effective dirt barrier system should be considered early in the 
specification stage. 
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M3 Codes 
 
The following table features all M3 codes for the Bloc PUR collection.   
 
All rolls are 20 linear metres, and come in 2m widths.  
 
Item Name Item Code M3 Code Weld Rod 

Loft White 9931 49032009931 9931 

Rock Salt 9932 49032009932 9932 

Studio Grey 9933 49032009933 9933 

Urban Chic 9934 4903200993 9934 

Classic Black 9935 49032009935 9935 

Cool Breeze 9936 49032009936 9936 

Nordic Sky 9937 49032009937 9937 

Marine Blue 9939 49032009939 9939 

Lime Crush 9940 49032009940 9940 

Woodland Green 9941 49032009941 9941 

Soft Moss 9942 49032009942 9942 

Caramel Blush 9944 49032009944 9944 

Clay Deep 9946 49032009946 9946 

Lemon Punch 9947 49032009947 9947 

Red Beacon 9948 49032009948 9948 

Lilac Essence 9949 49032009949 9949 
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Specification 
 
Below are the technical details for Bloc PUR and if you require any further 
information, contact Customer Technical Services on +44 (0) 161 767 1912, 
or email tech@polyflor.com 
 
Gauge EN 428/ISO 24346 2.0mm 
Wear Layer EN 429/ISO 24340 0.7mm 
Roll Size EN 426/ISO 24341 2m x 20m = 40m² 
Total Weight EN 430/ISO 23997 2660g/m² 
General Performance EN 649 

ISO 10582 
Conforms 
Conforms 

Use Area EN 685/ISO 10874 23, 34, 43 
Resistance to Chemicals EN 423 Excellent chemical resistance 
Reaction to Fire EN 13505-1 

ASTM E648 
Class Bfl-S1 
Class 1 

Abrasion Resistance EN 649 
EN ISO 10582 

Group T 
Type I 

Slip Resistance* EN 13893 
AS 4586 
DIN 51130 

Class DS (dry condition) 
R10 
R10 

Indentation Residual ISO 24343-1 
ASYMF970 (Modified) 

<0.10mm 
Static load 750psi 

Castor Chair  
(continuous use) 

EN 425/ISO 4918 Suitable 

Dimensional Stability EN 434/ISO 23999 <0.40% 
Flexibility EN 435/ISO 24344 (Method A) Pass 20mm 
Thermal Conductivity - Suitable for underfloor heating 

(max 27°C) 
Electrical Behaviour  
(body voltage) 

EN 1815 </=2Kv Classified as ‘antistatic’ 

Light Fastness ISO 105-B02 (Method 3) >/=6 
VOC Emissions Indoor Air Comfort GOLD 

FloorScore 
Eurofins certified product 
Cert Reg No: SCS-FS-02034 

Environmentally Preferable Flooring 
Polyflor Bloc PUR achieves a BRE Global A+ rating (Generic) in the Green Guide to Specification in use 
areas such as retail, education and healthcare. Generic EN 15804 Environmental Product Declaration 
(EPD) available on request.  
Recyclable via the Recofloor scheme. Visit www.polyflor.com/sustainability. 
 
PUR - Polyflor Bloc PUR features a high quality, cross-linked polyurethane 
reinforcement, UV cured to provide a low-cost, polish free maintenance regime for 
the lifetime of the flooring.  
As with any plain material, the soil hiding properties are less than similarly 
coloured patterned floors. Higher frequency of maintenance may be required to 
ensure optimum appearance.  
Careful consideration should also be given when choosing very light colours in 
highly trafficked areas.  
The use of a robust and effective dirt barrier system should be considered early in 
the specification stage. 
Hygiene - All Polyflor commercial sheet vinyl ranges provide a continuous, 
impervious and hygienic flooring solution which can be confidently cleaned in 
accordance with recommended maintenance procedures and approved 
maintenance products. The implementation of an effective cleaning regime is the 
most important defence against infection. 
 
*For safety flooring with sustainable wet slip resistance, refer to Polysafe ranges. 
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Features & Benefits 
 

Commercial 
 Many years’ experience and design expertise with innovative 

Heterogeneous sheet collections 
 Extensive palette of 16 single solid colours, ideal for heavy commercial 

applications  
 Use area 23/34/43 
 Manufactured in the UK 
 Healthy stock levels of ALL colours 

 
Technical 

 Polyurethane reinforcement (PUR) on all shades to assist with ongoing 
maintenance 

 Very low VOC emissions, and awarded Indoor Air Comfort GOLD 
certification and FloorScore 

 R10 ramp test slip results 
 100% recyclable, through the Recofloor Vinyl Take-Back Scheme 
 Generic environmental product declarations (EPD) for credential 

transparency 
 As a 2.0mm gauge flooring Bloc PUR can be installed alongside 

existing 2.0mm gauge heterogeneous, homogeneous and safety 
floorcoverings to provide a seamless finish flooring solution  

 Suitable with underfloor heating, to a maximum of 27ºC 
 
Aesthetics 

 High-design product, aligned with today’s colour trends 
 Textured emboss gives a uniform finish 
 The broad selection of colours allows for the creation of harmonious, 

complementary or contrasting interior design schemes and can help 
with wayfinding and zoning of areas 

 
 
Bloc PUR in Healthcare 
Polyflor has developed 10 Principles for Dementia-Friendly Flooring and as a 
plain decoration flooring, Bloc PUR adds depth to the choice already available 
to specifiers for a high performance flooring that is dementia-friendly in terms 
of finish, decoration and depth of colour. 
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Sales Support Items 
 

To assist with the launch of Bloc PUR, a full marketing & sales support 
package has been developed to help showcase the collection, and promote 
the products technical features. 
 
 
Shadecard (FXSC271, 50/box) 
Shadecards continue to be one of Polyflor’s strongest selling tools and the 
new single shadecard features the 16 colours and technical specification in 
the new design and layout. 
 
 
Brochure (LIT304, 50/box) 
The brochure includes a suite of installation photography, displaying Bloc 
PUR across a number of sectors. 
 
The brochure will be available as a digital turn-page as well as a PDF on the 
Polyflor website. 
 
 
Presenter (FXSC272, 15/box) 
Sales presenters have proven to be a valuable sales tool with previous 
Heterogeneous launches, so for consistency we have created one for Bloc 
PUR.  Including larger scale sample pieces, a copy of the Bloc brochure, and 
full technical details, the presenter folds out to show all 16 shades plus 
installation photography on the reverse.  
 
 
Flooring Collection brochure, Part B & Part C 
The new collection will feature in all future print runs. 
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Roll Label 
The roll labels follow the same layout as all standard heterogeneous vinyl 
sheet flooring. 
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Technical Support Documents 
 
Range Shades 
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Performance & Properties 
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Product Specification 
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Floorcare 
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Installation 
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Safety Data Sheet (COSHH) 
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PR & Advertising 
 
Two examples of trade adverts to support the launch of Polyflor Bloc PUR. 
 

 
 
 


